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Service Selection 

You need to select the service you want to connect to. 



Select We template and servfce of year DSL account, If template is not a*aliabfepleas* 
select a template file Ctpl) file ti upload. Gllcfc Nextlo contmue. 



Available 
templates 



New 
template? 



|8ridgmg ont^/oVfWCs Jfoctoty.tpl] 



description: 



PPP conf igura&ioa 



1 Upload | 

Specify source file to upload 



| <Back || Next> [ | Cancel 
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ATM parameters 

ATM VPl/V'Cl value 



Corrttgute the VPWVCI value. This value should be prwicfeci by your (SP 



VPtfVCI 



fs*35 v] 



Select Hie coirect VPlAfci value 



| <Sack [| Next> ] | Cancel 
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Polnt-to-point^protocoi 

Configure PPP parameters 

Oonflgere the PFF settings, TT&eee values should fee provided tor your ISR 



OiaHn mode 



< PfPo& |V) 
SelectftePPftype 

Select trour preferred dIaMnt mode 



I <Back j| Next > | j Cancel j 



Fig. 4 
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Start configuring 

Review sewings fesfore configuring the DSL rbuter 



The Wl2$rd has enough Informaflon So Dpnitgur^ yaur fCiidt&r 



Settings: 



Deaice: 



Nam© S18 
Serial « OSIULO? 



Device . Configuration : 

Region Belgium 
Prottitter net 
Service PPP 

Description PPP con Figuration 



slf you ayarit te review 



| <Sack |( Next> ] | Cancel j 



Fig. 5 
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DSLAM 
5 



7J7 



8 




Router 4 



PPP/IP/ 
TCP/http/ 



"SAT 
ATM 



ADSL 




Server 7 



Wizard 



*> Template 
files 

• Config. files 

• Default 
config. 

x files 




9 



12 



Device 1 



Device 2 



. 6 
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Start 



Intercept http 
request from 
host 



Config flag 
set? 



Yes 



No 



Request 
template 
selection 



Display 
template 
& 

Request 
parameter 
values 



Generate .ini 
file 
& 

Set pointer to 
file 



Parametrize 
connection 
Add topics 
from ISP or 
factory config if 
required 



Process initial 
request & load 
page 



Fig. 7 
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